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Pre-Installation Instructions 
 



VENTILATION LIGHT RIDGE PRE-INSTALLATION Purlin Requirements 

 

 

ATTENTION:  Your personal safety is important to Galebreaker. All work carried out at heights must comply with 

The Work at Height (Amended) Regulations 2007 or any regulation that supersedes this. 



VENTILATION LIGHT RIDGE PRE-INSTALLATION Gable End Requirements 

 

Fasteners for fixing the ridge to Timber Purlins are provided, if fixing is to steel purlins or other construction, it is the responsibility of 

the installer to provide suitable M8 fasteners. Please refer to the following as a guide to quantities required: 

Ventilation Opening  Number of fixings per metre 

 1m    1.4 

 2m    2.4 

 3m    2.7
If steel Z purlins are used on the building the 
upper set should be reversed to allow for the 
fitting of the Support Channels 

For retrospective installation the Steel Z 
purlins can be in-filled with timber secured 
to the purlins. The timber mounting face 
needs to be flush or protrude past the 
steel upper flange. 



VENTILATION LIGHT RIDGE PRE-INSTALLATION Gable End Requirements 

 

The End Panels on Gable End Installations extend down the gable ends of the building and will require a surface to secure the 
lower edge to. A suggested method of achieving this is to infill the steel framework with timber as shown. 
The heads of the securing screws need to be set into the timber. 

 

 

 



VENTILATION LIGHT RIDGE PRE-INSTALLATION System Overview 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



VENTILATION LIGHT RIDGE PRE-INSTALLATION System Dimensions 

 

 

 
 

Opening Width A Range A Truss Pitch Wind Baffle Width B Sheet Length C 
1m 0.75m – 1.1m 3.0m 2.24m 0.8m 
2m 1.65m – 2.0m 1.75m 3.10m 1.25m 
3m 2.75m – 3.1m 1.5m 4.16m 1.8m 

Opening Width A Range A Truss Pitch Wind Baffle Width B Sheet Length C 
1m 0.75m – 1.1m 2.5m 2.24m 0.8m 
2m 1.65m – 2.0m 1.45m 3.10m 1.25m 
3m 2.75m – 3.1m 1.2m 4.16m 1.8m 

Up to 350m Altitude 

350m to 500m Altitude 



VENTILATION LIGHT RIDGE PRE-INSTALLATION Notes 

 

 

 

 

NOTE:  This product has been designed to BS5502-22:2003 Class 2. A summary of our 

guarantee is as follows: 

 Ten years graduated guarantee, see our website for full details. 



 

Designed and Manufactured in the UK by Galebreaker Agri Ltd. 
Original Instructions 
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